
Laser Blade Line to Circle

www.iguzzini.com/laserblade 9.
29

78
.0

00
.0



Photos pre-elaborated
Page 27-30-46

Credits
Graphics and layout
Studio Conti
Printed by
Tecnostampa - Recanati
Photos still life
StudioBuschi.com
Rendering
Gelfo Design

For information 
regarding the sales 
conditions please 
consult page 712 
of The Product Book.
guzzini.com/Catalogues











































































































































69products.iguzzini.com/code

Code Colour

Pair of closing end
caps for completing
single and continuous
row installation modules

MX80 15

Connecting elements
and covers for
completinginstallation
in a continuous row

MX81 00
solo per versioni
High Contrast

Power supply base
with suspension cables
L=1500

MWG5 01

Intermediate
suspension cable

MWG6 00

Attachment for
surface mounting

MWG7 00

Accessory for recessed
installation without rim

MWG8 00

For system composition
consult the instruction leaflet

Accessories and installation systems

Laser Blade 
iN 30 LED

32

7
5

32

7
5

32

7
5

6
0
6

606

Light source W	 lm Length Code Colour

LED Initial module - Low Contrast	

4000K - CRI 80

22W	 2650 1197 ME36 12

45W	 5290 2394 ME37 12

3000K - CRI 80

22W	 2460 1197 ME38 12

45W	 4920 2394 ME39 12

4000K - CRI 80 - DALI

22W	 2650 1197 MJ48 12

45W	 5290 2394 MJ49 12

3000K - CRI 80 - DALI 

22W	 2460 1197 MJ50 12

45W	 4920 2394 MJ51 12

Light source W	 lm Lungh. Code Colour

LED Continuous row module - Low Contrast

4000K - CRI 80

22W	 2650 1197 ME40 12

45W	 5290 2394 ME41 12

3000K - CRI 80

22W	 2460 1197 ME42 12

45W	 4920 2394 ME43 12

4000K - CRI 80 - DALI

22W	 2650 1197 MJ52 12

45W	 5290 2394 MJ53 12

3000K - CRI 80 - DALI 

22W	 2460 1197 MJ54 12

45W	 4920 2394 MJ55 12

Light source W	 lm Length Code Colour

LED High Contrast module

4000K - CRI 96

22W	 1840 1197 MJ58 12

42W	 3680 1462 MJ62 12

3000K  - CRI 90

22W	 1840 1197 MJ59 12

42W	 3680 1462 MJ63 12

4000K - CRI 96 - DALI

22W	 1840 1197 MJ60 12

42W	 3680 1462 MJ64 12

3000K - CRI 96 - DALI 

22W	 1840 1197 MJ61 12

42W	 3680 1462 MJ65 12

Light source W	 lm Code Colour

LED Angular module - Low Contrast

4000K - CRI 80

22W	 2650 ME44 12

3000K - CRI 80

22W	 2460 ME45 12

4000K - CRI 80 - DALI

22W	 2650 MJ56 12

3000K - CRI 80 - DALI

22W	 2460 MJ57 12

12 
aluminium

04 
black

The current W value may be reduced with the progress of technology.
For updated data please refer to our on-line catalogue.
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Laser Blade 
System53
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Light source W	 lm Optic Code Colour

LED New Adjustable module - High Contrast

Complete with power supply DALI

4000K - CRI 96

10W	 920 48° MQ42 04

3000K - CRI 96

• 10W	 850 12° MU83 04

10W	 850 32° MQ43 04

10W	 850 48° MQ44 04

Occupy 1 address

Light source W	 lm Code Colour

LED Fixed Wall washer module

Complete with power supply DALI

4000K - CRI 96

21W	 1840 MR97 04

3000K - CRI 90

21W	 1840 MT88 04

Occupy 1 address

Light source W	 lm Optic Code Colour

LED New Adjustable module - High Contrast

Complete with power supply DALI

4000K - CRI 96

21W	 1840 48° MQ45 04

3000K - CRI 96

• 21W	 1700 12° MU84 04

21W	 1700 32° MQ46 04

21W	 1700 48° MQ47 04

Occupy 1 address

Light source W	 lm Optic Code Colour

LED New Adjustable module - High Contrast

Complete with power supply DALI

4000K - CRI 96

31W	 2760 48° MQ48 04

3000K - CRI 96

• 31W	 2550 12° MU85 04

31W	 2550 32° MQ49 04

31W	 2550 48° MQ50 04

Occupy 1 address

Light source W	 lm Optic Code Colour

LED Proiettore orientabile

Complete with power supply DALI

4000K - CRI 85

9W	 820 26° MQ51 04

3000K - CRI 90

9W	 650 10° MQ52 04

9W	 650 26° MQ53 04

Occupy 1 address

Light source W	 lm Code Colour

LED Fixed Wall washer module

Complete with power supply DALI

4000K - CRI 96

31W	 2760 MT89 04

3000K - CRI 90

31W	 2760 MT90 04

Occupy 1 address

Light source W	 lm Length Code Colour

LED Linear module - High Contrast

Complete with power supply DALI

4000K - CRI 96

22W	 1840 1197 N933 12

42W	 3680 1462 N934 12

3000K - CRI 90

22W	 1840 1197 N935 12

42W	 3680 1462 N936 12

Occupy 1 address

Light source W	 lm Length Code Colour

LED Linear module - Low contrast

Complete with power supply DALI

4000K - CRI 80

22W	 2650 1197 N937 12

45W	 5290 2394 N938 12

3000K - CRI 80

22W	 2460 1197 N939 12

45W	 4920 2394 N940 12

Occupy 1 address

599

9
3

751

9
3

The current W value may be reduced with the progress of technology.
For updated data please refer to our on-line catalogue.
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Length Code Colour

Aluminium structural profileo

	 500 MXJ4 04

1000 MXJ5 04

2000 MXJ6 04

3000 MXJ7 04

Completo di elementi per la connessione 
lineare con profili adiacenti

Pair of closing end caps

	 MXJ8 04

Code Colour

Angular profile

	 MXJ9 04

Wall/ceiling angular profile

	 MXN5 04

Code Colour

Derma for installing
structural profile
2 pieces

MXK2 00

Initial plate
with terminal blocks

MXK1 04

Through connectors MXN6 00

Inner cover strip L=1000
2 piecesi

MXK0 04

For system composition
consult the instruction leaflet

Accessories

96

150

53
200

2
0
0

150
1
5
0

12 
aluminium

04 
black

Code Colour

Pair of closing end caps MX80 15
for MJ48-MJ49-
MJ50-MJ51-MJ52-
MJ53-MJ54-MJ55

Pair of plates for
installing IN 30
modules with connectors

MXJ3 00

Connecting elements
and covers for
completing installation
in a continuous row

MX81 00
for MJ60-MJ61 
MJ64-MJ65

For system composition
consult the instruction leaflet

Accessories

Laser Blade 
System53
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Control systems
Tunable white

Basic
An inexpensive configuration 
that needs no extra components 
and is ideal for small systems 
with a maximum of 4 products. 
By connecting the products with 

a Normally open button you 
can: turn the products on or off 
(fast click) and vary the colour 
temperature (long click).

Basic programmable
A configuration for small/medium 
systems that use standard DALI 
protocol. The colour temperature 
is varied according to the 
predefined steps programmed 

on the Router. The system can 
be extended by connecting 
a number of Routers (with 
Ethernet).

Basic for large spaces
A configuration for large systems 
that use standard KNX protocol. 
The colour temperature is varied 
according to the predefined steps 
programmed on the Gateway. 
The system can be extended 

by connecting a number of 
Gateways together (a maximum 
of 32 components between 
the Gateway and the keys 
interface).

Smart for large spaces
A configuration for large spaces. 
The colour temperature is varied 
using digital programming: with 
Home link logic the products are 

controlled by common external 
hardware, like a PC, tablet or 
smartphone.

Code Colour

Gateway KNX DALI REG-K/1/16(64)/64

MH97 00

The DALI gateway connects the KNX protocol to the 
electronic digital devices fitted with a DALI interface.
Up to 64 reactors divided into 16 groups can be 
commanded and adjusted. 

Code Colour
Keys interface, 2 channels plus

MI02 00

This generates an internal signal tension to connect 
two conventional buttons or floating contacts and 
two low current LEDs.

Code Colour

KNX REG-K/320 mA power supply

MH93 00

A module adapted to generate the bus voltage 
required to power a line of devices. Current: 320 mA

Code Colour

Gateway KNX DALI REG-K/1/16(64)/64

MH97 00

The DALI gateway connects the KNX protocol to the 
electronic digital devices fitted with a DALI interface.
Up to 64 reactors divided into 16 groups can be 
commanded and adjusted. 

Code Colour

KNX REG-K/320 mA power supply

MH93 00

A module adapted to generate the bus voltage 
required to power a line of devices. Current: 320 mA

Code Colour

DALI touch pannel

9718 01

Light control system for Tunable White versions.  
Manages up to 32 Tunable White products.

Code Colour

Home LYnk home Automation Expert Solution

M618 00

Manages up to 32 Tunable White products.

Code Colour

DALI Din PS2 power supply

M630 01

Power supply for DALI versions o controls without 
240mA power supply.  Installation in switchboard.
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